# C A T A L O G U E 20021 <br> PLUG \& PLAY SYSTEM 


$\mathrm{V}=\mathrm{N} \square \mathrm{M}$




Enhance your ordinary speaker into

## THE EXTRAORDINARY.

The installation process for Exodus product is very quick and easy.
This is because, Venom uses "PLUG and PLAY" wiring cable which does not need any wires cutting.

Lexus \& Alphard

Tweeter \& Mid-range
EX-TP (2 way system)


LEXUS LS
front door


LEXUS NX
front door


LEXUS IS
front door


LEXUS RX
front door


LEXUS GS
front door


LEXUS GX
front door


LEXUS ES
rear door


TOYOTA ALPHARD
rear door

## Car COMPATIBILITY



## Product DIMENSIONS



## FEATURES

$\diamond$ Direct fit 6x9 Inch 2-way component kit for factory speaker replacement
$\diamond$ 80W Max. power handling
$\diamond$ Synthetic fiberglass cone
$\diamond 4$ ohm 25.5mm ASV Voice coil
$\diamond$ Plug \& Play connector for quick and easy installation
$\diamond$ Reinforced ABS basket for better durability
$\diamond$ Large ferrite magnet
$\diamond 25 \mathrm{~mm}$ imported silk dome tweeter

TECHNICAL PARAMETERS

| SPECIFICATION | Subwoofer | Tweeter |
| :--- | :--- | :--- |
| RMS Power Handling | 40 W | 20 W |
| Fs | 61 Hz | 1400 Hz |
| Nominal Impedance | $4 \Omega$ | $8 \Omega$ |
| Sensitivity@1W/1m | 88 dB | 90 dB |
| Frequency Range | $61 \mathrm{~Hz}-8 \mathrm{KHz}$ | $1300 \mathrm{~Hz}-20 \mathrm{KHz}$ |
| Magnet | Ferrite | Neodymium |
| Voice Coil | 25.5 mm | 25.4 mm |
| Cone | Synthetic Fiberglass | Imported Silk |

